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1 . A method of menu-basfed remote control of 
external devices that are connected to an 
audio/video apparatus, comprising the steps of: 

(a) displaying a menu/ image including menu 
items, each menu item corresponding to each 
external device, such that/ one of the external 
devices is selected from nhe menu; 

(b) requesting to the external device that 
is selected from said menu a menu data including 
detailed menu items associated with operations of 
said selected external djevice; and 

(c) receiving the fnenu data for the detailed 
menu from said selected/ external device and 
displaying the menu im^ge, the menu data being 
provided from the selected device without data 
conversion for const rujcting . menu screen. 

2. A method accotding to claim 1, wherein 
each menu item of said menu image in said step 
(a) corresponds to ea/ch of the external devices 
that are connected tcp said audio/video apparatus 
through IEEE 1394 interface. 

3. A method according to claim 1, further 
comprising the step /of checking what external 
devices are connected through a common bus before 
said step (a) 

4. A method aibcording to claim 3, wherein 
said checking step lis performed in response to a 
user request of sajld menu for selection of said 
external devices. 

5. A method According to claim 3, wherein 



4 



12 



Substitute Specification 
AppL No. 09/748,250 



said checking step Is performed when 
communication with iaid external devices through 
the common bus is possible. 



6. A method a 
5 comprising the step 



ipcording to claim 1, further 
of displaying a menu item 
differently from other menu items on the menu 
image displayed in said step (c) when a cursor is 
positioned over the menu item during the movement 
of the cursor . 
10 7- A method According to claim 6, wherein 

;c which said cursor is 
) Layed differently from other 



said menu item ove 
positioned is disp 



menu items on the oasis of information about the 
positions of menu items on said menu image, said 
15 information being jDrovided by said selected 
external device. 

8. A method according to claim 1, further 
comprising the stejD of transmitting information 
about the current jDosition of a cursor on the 

20 menu image display<5d in said step (c) to said 

selected external <ievice when a selection key is 
entered by a user. 

9. A method of menu-based remote control of 
external devices that are connected to an 

25 audio/video apparatus, comprising the steps of: 

lag a menu image including menu 
tern corresponding to each 
uch that one of the external 
d from the menu; 

ng to the external device that 
aid menu a menu data including 



(a) displayi 
items , each menu i 
external device, 
devices is selects; 
30 (b) requesti 

is selected from s 



detailed menu items associated with operations of 



4 



13 



■4 



Substitute Specification 
Appl. No. 09/748,250 



said selected exybernal device 

(c) receiving the menu data for the detailed 
menu from said /selected external device and 
displaying th^ menu image, the menu data being 

5 provided from/ the selected device without data 
conversion f®r constructing . menu screen; and 

(d) obtaining information about the position 
of a cursor/ on said image of the detailed menu in 
response tG6 a user input and transmitting said 

10 informatiojn to said external device. 

10. /A method according to claim 9, wherein a 
menu itertV over which said cursor is positioned 
during tme movement of said cursor is displayed 
differently from other menu items in color and/or 
15 brightness. 
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